
RECIPIENTS 105 



FIG. 1 



AUS9-2001-0362-US1 



2/7 



MESSAGE INTERFACE 200 



FIRST 

DATA ENTRY 
AREA 210 



MESSAGE^ 
100 



SECOND 
DATA ENTRY 
AREA 220' 




SEND 
^ 



FIRST SET 115 



FIRST HEADING 117 



FIRST PORTION 110 



SECOND SET 125 



SECOND 
HEADING 127 



SECOND PORTION 120 



BUTTON 250 



DISPLAY 205 



"7" 



FIG. 2 



AUS9-2001-0362-US1 



3/7 



MESSAGE 
100- 



MESSAGE INTERFACE 200 



•FIRST SET 115 



•FIRST HEADING 117 



FIRST PORTION 110 




SEND 
T 



FIRST 

DATA ENTRY 
AREA 310 



SECOND 
SET 125 



, SECOND 
DATA 
ENTRY 
AREA 320 

-SECOND 
HEADING 
327 

•THIRD 
SET 345 

■THIRD 
DATA 
ENTRY 
AREA 340 



THIRD HEADING 350 



BUTTON 250 



DISPLAY 205 



FIG. 3 



AU S9-200 1 -0362-U S1 




FIG. 4 



AUS9-2001-0362-US1 



5/7 




FIG. 5 



AUS9-2001-0362-US1 



6/7 



610 




615-( PROCESSOR \- 



620-f VOLATILE MEMORY 



BUS 640 



< NON-VOLATILE MEMORY y 



FIG. 6 



AUS9-2001-0362-US1 



7/7 




DATA ENTRY 
AREA 
710 



SEND MESSAGE 
SELECTION 
720 



SEND INDICATION 
SELECTION 
730 



SEND IDENTITY 
SELECTION 
740 



FIG. 7 



